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PREPARE YOUR CORE FOR RETURN

ENGINE RETURN CHECKLIST

SEND THE ENGINE AS REMOVED FROM AIRCRAFT, WITH ALL ACCESSORIES & COMPONENTS
STILL BOLTED IN PLACE.

CONTACT AES FOR SHIPPING – AES WILL NOT REIMBURSE FOR USE OF ANOTHER FREIGHT
CARRIER.

INCLUDE & SECURE DO NOT SEND
✓ Remove dipstick & dipstick tube; strap

both securely to the top of the engine.
✓ Secure components such as the fuel unit

(carburetor / injector). These may be
boxed separately & securely fastened to
the pallet.

✓ Include all of the following items:
• Lifting eyes
• Fuel unit arms
• Magnetos
• Fittings and lines

✓ Logbook engine removal entry with total
time in logbook.

✓ Leave internal cylinder baffling in place
(between cylinders).

✕ Do not ship the engine on tires.
✕ Do not send engine baffling (internal

cylinder baffling only).
✕ Do not send airframe components (e.g.,

airboxes or engine frames). AES is not
responsible for missing or damaged
airframe parts.

✕ Do not send prop governor.
✕ Do not send primer systems.
✕ Do not send engine pre-heaters.
✕ Do not send alternator / generator.
✕ Do not send starter unless it is part of the

engine (e.g., Continental engines).

DEPOSIT DEDUCTIONS MAY APPLY FOR BROKEN OR MISSING ITEMS RESULTING FROM IMPROPER
PACKAGING.

TO AVOID DEDUCTIONS OR ADDITIONAL CHARGES, ENGINES MUST BE SECURE & PROTECTED.

FREQUENTLY BROKEN ITEMS
Dipsticks & Tube, Rocker Covers, Oil Sumps,
Entire Engines

FREQUENTLY MISSING ITEMS
Logbooks, Lifting Hooks, Fittings, Fuel Units &
Levers

Questions or concerns?
Call AES at 800-642-1572


